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Simple Ductless Wired Remote Controller
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PAC-SDW01RC-1
Simple Ductless Wired Remote Controller

COMPATIBILITY

M&P Ductless
MSZ-EF09NA(B/W/S)
MSZ-EF12NA(B/W/S)
MSZ-EF15NA(B/W/S)
MSZ-EF18NA(B/W/S)
NTXCKS09A112AA
NTXCKS12A112AA
NTXCKS15A112AA
NTXCKS18A112AA
NTXFKS09A112AA
NTXFKS12A112AA
NTXFKS15A112AA
NTXFKS18A112AA
NTXUKS06A112AA
NTXUKS09A112BA
NTXUKS12A112BA
NTXUKS18A112BA
NTXWEL09A112AA
NTXWEL12A112AA
NTXWEL18A112AA
NTXWEL24A112AA
NTXWMT09A112AA
NTXWMT12A112AA
NTXWMT15A112AA
NTXWMT18A112AA
NTXWMT24A112AA
NTXWPH06B112AA
NTXWPH09B112AA
NTXWPH12B112AA
NTXWPH15B112AA
NTXWPH18B112AA
NTXWST06B112AA
NTXWST09B112AA
NTXWST12B112AA
NTXWST15B112AA
NTXWST18B112AA
NTXWST24B112AA
NTXWST30B112AA
NTXWST36B112AA
NTYWST09B112AA
NTYWST12B112AA
NTYWST15B112AA
NTYWST18B112AA
NTYWST24B112AA
NTYWST30B112AA
NTYWST36B112AA
TPCA0A0241KA70A
TPCA0A0301KA70A
TPCA0A0361KA70A
TPCA0A0421KA70A

SPECIFICATIONS

• Wired connection to CN105 with new adapter
• Use field-supplied 18-4 AWG wire on new installs*1

• Use existing thermostat wire on swap outs
• Auto Dry function to help regulate humidity in the space*2

• System automatically switches between Cool and Dry mode to meet the
target humidity level within the allowable offsets

• Select relative humidity level between 35% to 75%
• Select temperature offset below set point 2° to 4°F
• Select temperature offset above set point 2° to 10°F

• Colored screen with adjustable brightness
• 7-day scheduling with customizable presets

• Residential presets: Comfort, Away, Sleep
• Commercial presets: Morning, Midday, Evening, Night
• Temporary or permanent schedule override (hold)
• Holiday Override feature for planned schedule overrides

• Multiple lockout functions:
• Child Lock: No settings can be changed
• Comfort Lock: Only temperature can be adjusted
• ISU Lock: Individual settings can be locked

• Adjustable min/max set point limits for Cool, Heat, and Auto
• Displays and records error codes with written descriptions
• Room temperature and humidity offset for unique applications
• Proximity sensor to wake controller screen when walking by
• Mode and Fan button for quick changes
• Control one indoor unit at a time (1:1 only, no group control)
• Configure advanced indoor unit and controller settings

• Function Codes 1-28 for advanced indoor unit settings
• ISU options 134-200 for advanced controller settings

• Built-in temperature and humidity sensor
• Supports both Fahrenheit and Celsius
• Time display with a 12 or 24-hour clock
• Control all standard indoor unit functions:

• Operation modes: Auto, Cool, Heat, Dry, Fan, Off
• Temperature set point (dual set points for Auto)
• Fan speed
• Airflow direction

• Temperature set point range limits
• Set point ranges vary based on the indoor unit model type (see Application

Note 3059 for details)
• Controller dimensions: 3-3/8” x 3-3/8” x 1” (86 x 86 x 23 mm)
• Adapter dimensions: 3” x 1-4/5” x 5/8” (74 x 46 x 16 mm)
• Operating Ambient Temperature: 14° to 120°F (-10° to 49°C)
• Operating Relative Humidity: 5% to 90% (non-condensing)

NOTES:
*1 Minimum of 4 conductors, 18-22 AWG required.
*2 Moisture removal rates vary based on the indoor unit model and size. See the
indoor unit engineering manual for details.
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• Wired connection to CN105 with new adapter
- Use field-supplied 18-4 AWG wire on new installs *1
- Use existing thermostat wire on swap outs

• Auto Dry function to help regulate humidity in the space *2
- System automatically switches between Cool and Dry mode

to meet the target humidity level within the allowable offsets
- Select relative humidity level between 35% to 75%
- Select temperature offset below set point 2° to 4°F
- Select temperature offset above set point 2° to 10°F

• Colored screen with adjustable brightness
• 7-day scheduling with customizable presets

- Residential presets: Comfort, Away, Sleep
- Commercial presets: Morning, Midday, Evening, Night
- Temporary or permanent schedule override (hold)
- Holiday Override feature for planned schedule overrides

• Multiple lockout functions:
- Child Lock: No settings can be changed
- Comfort Lock: Only temperature can be adjusted
- ISU Lock: Individual settings can be locked

• Adjustable min/max set point limits for Cool, Heat, and Auto
• Displays and records error codes with written descriptions
• Room temperature and humidity offset for unique applications
• Proximity sensor to wake controller screen when walking by
• Mode and Fan button for quick changes

• Control one indoor unit at a time (1:1 only, no group control)
• Configure advanced indoor unit and controller settings

- Function Codes 1-28 for advanced indoor unit settings
- ISU options 134-200 for advanced controller settings

• Built-in temperature and humidity sensor
• Supports both Fahrenheit and Celsius
• Time display with a 12 or 24-hour clock
• Control all standard indoor unit functions:

- Operation modes: Auto, Cool, Heat, Dry, Fan, Off
- Temperature set point (dual set points for Auto)
- Fan speed
- Airflow direction

• Temperature set point range limits
- Set point ranges vary based on the indoor unit model type

(see Application Note 3059 for details)
• Controller dimensions: 3-3/8” x 3-3/8” x 1” (86 x 86 x 23 mm)
• Adapter dimensions: 3” x 1-4/5” x 5/8” (74 x 46 x 16 mm)
• Operating Ambient Temperature: 14° to 120° F (-10° to 49° C)
• Operating Relative Humidity: 5% to 90% (non-condensing)

*1 Minimum of 4 conductors, 18-22 AWG required.
*2 Moisture removal rates vary based on the indoor unit model
and size. See the indoor unit engineering manual for details.

TPKA0A0121LA00A
TPKA0A0181LA00A
TPKA0A0241KA70A
TPKA0A0301KA70A
TPKA0A0361KA70A
TPLA0A0121EA70B
TPLA0A0181EA70B
TPLA0A0241EA70B
TPLA0A0301EA70B
TPLA0A0361EA70B
TPLA0A0421EA70B
M&P Ducted
NTXAMT12A112AA
NTXAMT18A112AA
NTXAMT24A112AA
NTXAMT30A112AA
NTXAMT36A112AA
NTXDKS09A112AA
NTXDKS12A112AA
NTXDKS15A112AA
NTXDKS18A112AA
TPEADA0091AA80A
TPEADA0121AA80A
TPEADA0151AA80A
TPEADA0181AA80A
TPEADA0241AA80A
TPEADA0301AA80A
TPEADA0361AA80A
TPEADA0421AA80A
intelli-HEAT
PAA-A18AA1
PAA-A18BA1
PAA-A24AA1
PAA-A24BA1
PAA-A30AA1
PAA-A30BA1
PAA-A36BA1
PAA-A36CA1
PAA-A42BA1
PAA-A42CA1

CM Ductless
TPCFYP015KM140B
TPCFYP024KM140B
TPCFYP030KM140B
TPCFYP036KM140B
TPFFYP006CS140A
TPFFYP006RE140A
TPFFYP008CS140A
TPFFYP008RE140A
TPFFYP012CS140A
TPFFYP012RE140A
TPFFYP015CS140A
TPFFYP015RE140A
TPFFYP018CS140A
TPFFYP018RE140A
TPFFYP024CS140A
TPFFYP024RE140A
TPKFYP004LM140A
TPKFYP006LM140A
TPKFYP008LM140A
TPKFYP012LM140A
TPKFYP015LM140A
TPKFYP018LM140A
TPKFYP024KM142A
TPKFYP030KM142A
TPLFYP005FM140A
TPLFYP006EM140B
TPLFYP008EM140B
TPLFYP008FM140A
TPLFYP012EM140B
TPLFYP012FM140A
TPLFYP015EM140B
TPLFYP015FM140A
TPLFYP018EM141B
TPLFYP018FM140A
TPLFYP024EM140B
TPLFYP030EM140B
TPLFYP036EM140B
TPLFYP048EM140B
TPMFYP006BM140F
TPMFYP008BM140F
TPMFYP012BM140F
TPMFYP015BM140F

CM Ducted
TPEFYP006MA144A
TPEFYP008MA144A
TPEFYP012MA144A
TPEFYP015MA144A
TPEFYP015MH142A
TPEFYP018MA144A
TPEFYP018MH142A
TPEFYP024MA144A
TPEFYP024MH142A
TPEFYP027MA144A
TPEFYP027MH142A
TPEFYP030MA144A
TPEFYP030MH142A
TPEFYP036MA144A
TPEFYP036MH142A
TPEFYP048MA144A
TPEFYP048MH142A
TPEFYP054MA144A
TPEFYP054MH142A
TPEFYP072MH140A
TPEFYP096MH140A
TPVFYP008AM141A
TPVFYP012AM141A
TPVFYP018AM141A
TPVFYP024AM141A
TPVFYP030AM141A
TPVFYP036AM141A
TPVFYP048AM141A
TPVFYP054AM141A

• Wired connection to CN105 with new adapter
- Use field-supplied 18-4 AWG wire on new installs *1

- Use existing thermostat wire on swap outs
• Auto Dry function to help regulate humidity in the space *2

- System automatically switches between Cool and Dry mode
to meet the target humidity level within the allowable offsets

- Select relative humidity level between 35% to 75%
- Select temperature offset below set point 2° to 4°F
- Select temperature offset above set point 2° to 10°F

• Colored screen with adjustable brightness
• 7-day scheduling with customizable presets

- Residential presets: Comfort, Away, Sleep
- Commercial presets: Morning, Midday, Evening, Night
- Temporary or permanent schedule override (hold)
- Holiday Override feature for planned schedule overrides

• Multiple lockout functions:
- Child Lock: No settings can be changed
- Comfort Lock: Only temperature can be adjusted
- ISU Lock: Individual settings can be locked

• Adjustable min/max set point limits for Cool, Heat, and Auto
• Displays and records error codes with written descriptions
• Room temperature and humidity offset for unique applications
• Proximity sensor to wake controller screen when walking by
• Mode and Fan button for quick changes

Image: Auto Mode Cooling Image: Heat Mode

• Control one indoor unit at a time (1:1 only, no group control)
• Configure advanced indoor unit and controller settings

- Function Codes 1-28 for advanced indoor unit settings
- ISU options 134-200 for advanced controller settings

 • Supports both Fahrenheit and Celsius
• Time display with a 12 or 24-hour clock
• Control all standard indoor unit functions:

Operation modes: Auto, Cool, Heat, Dry, Fan, Off
Temperature set point (dual set points for Auto)
Fan speed
Airflow direction

Temperature set point range limits

-
-
-
-

•
- Set point ranges vary based on the indoor unit model type 

(see Application Note 3059 for details)
Controller dimensions: 3-3/8” x 3-3/8” x 1” (86 x 86 x 23 mm)
Adapter dimensions: 3” x 1-4/5” x 5/8” (74 x 46 x 16 mm)
Operating Ambient Temperature: 14° to 120° F (-10° to 49° C)

•
•
•
• Operating Relative Humidity: 5% to 90% (non-condensing)
• Compatible with all current indoor unit models:

All M-Series-
-
-

All P-Series
All CITY MULTI

1*  Minimum of 4 conductors, 18-22 AWG required.
*2 Moisture removal rates vary based on the indoor unit model
and size. See the indoor unit engineering manual for details.

• Not compatible with kumo cloud   Wireless Interface 2 or later®

• Built-in temperature and humidity sensor
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Controller

To CN105 on 
Indoor Unit  

Control Coard

CN105
Adapter

Connect to 
Wall Plate

Field-supplied 
18-4+ AWG wire

3' cable 

50' max.

Wall Plate

Note: Connector not in use
Image: Auto Dry
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